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Standard Features
Heavy gauge galvanized steel
All-welded construction
8” standard curb height (PFC1)
Wood nailer
Fiberglas insulation
Surface mount (specify PFC1) or bulb–tee

mount (specify PFC2)

Type PFC
Prefabricated Roof Curbs

Abbreviations
for Accessories
12 – 12” curb height
SP – Single pitch (specify pitch)
DP – Double pitch (specify pitch)
AL – Aluminum construction
EBP – Extended base plate for damper

Wood Nailer
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INSULATED BULB TEE STYLE
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Pre-Fab PRV Approx.
PRV Curb Curb Curb Cap Ship Wt.
Size Model1 O.D.2 I.D.2 Lbs.

10, 12 PFC-12 22 24 25

14, 16 PFC-16 26 28 30

18, 20 PFC-20 30 32 40

24 PFC-24 36 38 55

30 PFC-30 42 44 65

36 PFC-36 48 50 75

42 PFC-42 54 56 85

48 PFC-48 60 62 90

54 PFC-54 66 68 100

60 PFC-60 75 77 115

72 PFC-72 87 89 135

84 PFC-84 99 101 155

1 - Curbs are 18 gauge galvanized steel.
Model number shown for surface mount;
specify PFC2– for bulb-tee mount.
2 - Curb OD and PRV curb cap ID are square.

Dimensions in inches.


