
 

CENTRIFUGAL VENTILATION PRODUCTS 
 

EXHAUST POWER ROOF VENTILATORS 
FILTERED SUPPLY POWER ROOF VENTILATORS 

INLINE DUCT FANS 
WALL VENTILATORS 

GRAVITY VENTILATORS 
CEILING VENTILATORS 
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CUDA Direct Drive Upblast 
Centrifugal Exhaust PRV 
Sizes - 06 to 20 
133 to 4942 CFM;  Static Pressure to 1” 
AMCA Licensed Ratings Sound and Air  

CUBA Belt C-Drive Upblast 
Centrifugal Exhaust PRV 
Sizes - 12 to 24 
781 to 8850 CFM;  Static Pressure to 2” 
AMCA Licensed Ratings Sound and Air 
UL Listed for Restaurant Exhaust 

UBCA and UBCHD Belt Drive Upblast 
Centrifugal Exhaust PRV 
Sizes - 12 to 44;  165 to 245 
781 to 29002 CFM;  Static Pressure to 3” 
AMCA Licensed Ratings Sound and Air - UBCA 
UL Listed for Restaurant Exhaust 

UDCA Direct Drive Upblast 
Centrifugal Exhaust PRV 
Sizes - 12 to 15 
619 to 3032 CFM;  Static Pressure to 1.5” 
AMCA Licensed Ratings Sound and Air  
UL Listed for Restaurant Exhaust 

CWDA Direct Drive Centrifugal  
Wall Exhaust Ventilator 
Sizes - 06 to 20 
133 to 4942 CFM;  Static Pressure to 1” 
AMCA Licensed Ratings Sound and Air 

CWBA Belt C-Drive Centrifugal  
Wall Exhaust Ventilator 
Sizes - 12 to 20 
711 to 5709 CFM;  Static Pressure to 2” 
AMCA Licensed Ratings Sound and Air 



CRDA Direct Drive Downblast    
Centrifugal Exhaust PRV 
Sizes - 06 to 20 
162 to 5730 CFM;  Static Pressure to 1º 
AMCA Licensed Ratings Sound and Air 

CRBCA Belt C-Drive Downblast    
Centrifugal Exhaust PRV 
Sizes - 06 to 24 
185 to 10328 CFM;  Static Pressure to 2º 
AMCA Licensed Ratings Sound and Air 

CRBA Belt Drive Downblast  
Centrifugal Exhaust PRV 
Sizes - 06 to 52 
185 to 43962 CFM; Static Pressure to 2º 
AMCA Licensed Ratings Sound and Air 

Lou verline Penthou se and Ventilator 
Relief or Intake Applications 
Extruded Aluminum Design 

Trimline Hood and Ventilator 
Relief or Intake Applications 
Fabricated Aluminum Design 

ARVE Roof Ventilators 
Relief or Intake Applications 
Spun Aluminum Design 
 



SQBA Belt Drive Square In-Line 
Centrifugal Fan 
Sizes - 06 to 36 
113 to 24191 CFM;  Static Pressure to 3º 
AMCA Licensed Ratings Sound and Air 

SIS Belt Drive Centrifugal Single Inlet   
Fil tered Supp ly Ventilator 
Sizes - 9 to 18 
700 to 9200 CFM;  Static Pressure to 1.5º 
AMCA Licensed Ratings Air 

CFS Belt Drive Centrifugal Fil tered Supp ly 
Ventilator 
Sizes - 9 to 18 
600 to 9200 CFM;  Static Pressure to 1.5º 
AMCA Licensed Ratings Air 
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VSDDF, VSBCJ and VSFCJ Centrifugal 
Junior Ventilating Sets 
Sizes - 6 to 10 
254 to 2127 CFM;  Static Pressure to 5º 
AMCA Licensed Ratings Sound and Air - VSBCJ 

CF, CFL, and IL Centrifugal  
Ceili ng Fans 
29 to 3868 CFM;  Static Pressure to 1º 
AMCA Licensed Ratings Sound and Air 

VSBC, VSFC and VSAC Belt Drive 
Centrifugal Ventilating Sets 
Sizes - 12 to 36 
688 to 29108 CFM;  Static Pressure to 8º 
AMCA Licensed Ratings Sound and Air - VSBC,VSAC 
AMCA Licensed Ratings Air - VSFC 

SQDA Direct Drive Square In-Line 
Centrifugal Fan 
Sizes - 06 to 18 
122 to 4014 CFM;  Static Pressure to 1.5º 
AMCA Licensed Ratings Sound and Air 


