




















STANDARD OPTIONS

HlNGED HOOD For easy access to back draft

dampers and to service filters and screens.

INSULATED HOOD To reduce condensa-

tion drip. Offered in rubberized anti-condensate undercoat-
ing or as 1" thick fiberglass insulation.

FILTERS offered as 1" or 2" thick permanent type

aluminum mesh mounted for easy cleaning and attached to
full perimeter opening of the hood. Bird screens are omitted
when equipped with filters,. NOTE: Add .17" to the static
pressure listed in the tables when using filters on AIR
INTAKE ventilators,

INSECT SCREENS Consists of 18 mesh

aluminum screen. Attached to the full perimeter opening of
the hood. NOTE: When using insect screens on
EXHAUST ventilators add .10” to the static pressure
listed in the tables. For INTAKE ventilators add .05" to the
listed static pressure.

ALUMINUM BIRD SCREENS

Consists of .060" thick 1/2" by 1" diamond shape expanded
aluminum. Attached to the full perimeter opening of the hood
with stainless or zinc plated fasteners,

DECORATIVE COATINGS

Available as an industrial grade enamel in a variety of colors.

PROTECTIVE COATINGS
EISENHEISS A synthetic resin that forms a tough black
coating that offers better protection against most acids and
other corrosive agents when compared to conventional indus-
trial finishes.

EPOXY Considered one of the best heavy duty multipur-
pose finishes resistant to most chemicals and corrosive
agents. A tough gray colored durable coating.

HERESITE A black phenolic coating that has good resis-
tance to heat, solvents and concentrates of most acids except
strong oxidizing agents. Resistant to weak alkalis but not
recommended for hydrofluoric acid nor hypochlorite salts,

LOUVERLINE PENTHOUSES
AND VENTILATORS

Exhaust relief and fresh air intake ventilators

* Altractive aluminum extrusion construction.

* Adds beauty to roof tops.

= Miter cut corners are continuous welded.

* Full 360° perimeter louvers for high air flow capacity.

» Wide range of sizes up to 104 x 120” throat size, capacitics
up to 103,000 CFM.

* Maximum inlet velocity through louvers is 600 fpm.

* Bird screens are standard equipment.

Coolair

COMMERCIAL & INDUSTRIAL DIVISION

CURBS

For all types of roof mounting needs

= Roofed-over-flashing or
self-flashing types.

¢ Galvanized steel or
aluminum,

= Single or double pitched roof
types, sound attenuating, special
restaurant requirements and equip-
ment support rails.

= Continuous welded seams.

* Customized sizes.
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