
Type JBSMO 
Emergency Heat & Smoke 
Power Roof Ventilator 

Abbreviations for  
Accessories 

DS  – Safety disconnect switch             
     (specify voltage) 
PFC1 – Surface mount prefabricated roof curb 
ML  – Magnetic latches 
EPX  – 6 mil epoxy finish 
HDG  – Hot dip galvanizing 
OG  – Outlet guard  
DD-M – Galvanized damper doors 
 

Dimensions 
Dimension A is the diameter of the circular wind 
shroud. 
Dimension B is the overall height above the curb. 
Dimension C is the square I.D. of the curb cap. 
Dimension D is the distance to outside edge of motor 
cover. 

Standard Fan Features 
Emergency operation up to 1000º F 
All critical components exposed to the air stream are 
ferrous construction (except damper doors) 
Motor, belts and bearings isolated from the airstream 
Automatic heat and smoke damper trip device 
Variable pitch pulleys (most models) 
Heavy duty pillow block ball bearings 
Motor cover 
Dual belt drive 
UL Listed for Standard 793 (most models) 
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 Dimensions in Inches   

Fan Size A B C D 

24 32 49 7/8 37 1/2 36 3/4 
30 38 54 3/4 43 1/2 39 3/4 
36 44 54 7/8 49 1/2 42 3/4 
42 50 59 3/4 55 1/2 45 3/4 
48 56 61 1/4 61 1/2 48 3/4 
54 62 63 7/8 67 1/2 51 3/4 
60 68 67 3/4 76 1/2 56 1/4 
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